
Series 7000 Discontinuation Notice
(Retroreflective, polarized retroreflective, standard diffuse, and transmitted beam only)

IMPORTANT: SAVE THESE INSTRUCTIONS FOR FUTURE USE.

Description
This Series 7000 sensor is scheduled to be discontinued in the 
near future and will be transitioned to the R7KJS replacement kit. 
The following models will be discontinued:

The following models will continue to be offered:

The R7KJS replacement kit includes a 42JS VisiSight™ sensor, 
two stainless steel replacement brackets (for left or right 
mounting surfaces), and mounting hardware. The small footprint 
stainless steel bracket included in the kit allows the user to 
securely mount the 42JS VisiSight using existing Series 7000 
mounting holes. 

The 42JS VisiSight family of sensors offers several 
enhancements over the Series 7000:

• Visible light source for ease of alignment
• Patented ASIC design offers linear sensitivity adjustment, 

stability indication and excellent noise immunity
• Two LED indicators (power/stability, output status) located 

in the top of the unit (Series 7000 has a single output 
indicator on the back of the sensor)

• Additional transmitted beam models with infrared light 
source for superior crosstalk immunity

• Input to disable light source on transmitted beam emitter 
allows testing of transmitted beam pair

All these enhanced features in a cost-effective replacement kit.

To install the 42JS VisiSight on the 60-2619 swivel/tilt bracket 
designed for the Series 7000 use the 60-BJS-L2 bracket (sold 
separately).

To request a free evaluation kit sample or more information 
contact your local Allen-Bradley distributor or visit 
https://www.surveymonkey.com/s/Series7000 

Mounting considerations
The R7KJS replacement kit requires additional clearance above; 
allow at least 8 mm (0.31 in.) above the top of the Series 7000 
photoelectric sensor. Note that the face of the 42JS VisiSight 
sensor is offset by 10 mm (0.39 in.).

• Retroreflective • Standard diffuse

• Polarized retroreflective • Transmitted beam

• Clear object • Wide angle diffuse

• Fixed focus • Fiber optic
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Position of 42JS VisiSight sensor mounted with bracket provided, 
relative to Series 7000 sensor mounted in same mounting holes.
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When installing transmitted beam
sensors, replace both the transmitter and 
receiver with those supplied in the kit.
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Series 7000 retroreflective, polarized retroreflective, diffuse, and transmitted beam cross reference to 
R7KJS replacement kits

Description

Series 7000 Part 
Numbers 
being replaced

Series 7000 to R7KJS VisiSight 
Replacement Kit
Recommended Replacements

Series 7000 retrotreflective, NPN output, 3 m (9.8 ft) cable 42SMU-7000 R7KJS-P2MNA2-A2
Series 7000 retrotreflective, NPN output, 4 pin DC Micro (M12) QD 42SMU-7000-QD R7KJS-P2MNA2-F4 
Series 7000 retrotreflective, PNP output, 3 m (9.8 ft) cable 42SMU-7001 R7KJS-P2MPA2-A2 
Series 7000 retrotreflective, PNP output, 4 pin DC Micro (M12) QD 42SMU-7001-QD R7KJS-P2MPA2-F4 
Series 7000 polarized retroreflective, NPN output, 3 m (9.8 ft) cable 42SMU-7200 R7KJS-P2MNA2-A2
Series 7000 polarized retrotreflective, NPN output, 4 pin DC Micro (M12) QD 42SMU-7200-QD R7KJS-P2MNA2-F4 
Series 7000 polarized retrotreflective, PNP output, 3 m (9.8 ft) cable 42SMU-7201 R7KJS-P2MPA2-A2 
Series 7000 polarized retrotreflective, PNP output, 4 pin DC Micro (M12) QD 42SMU-7201-QD R7KJS-P2MPA2-F4 
Series 7000 diffuse, NPN output, 3 m (9.8 ft) cable 42SMP-7000 R7KJS-D2MNA2-A2
Series 7000 diffuse, NPN output, 4 pin DC Micro (M12) QD 42SMP-7000-QD R7KJS-D2MNA2-F4 
Series 7000 diffuse, PNP output, 3 m (9.8 ft) cable 42SMP-7001 R7KJS-D2MPA2-A2 
Series 7000 diffuse, PNP output, 4 pin DC Micro (M12) QD 42SMP-7001-QD R7KJS-D2MPA2-F4 
Series 7000 diffuse, NPN output, 3 m (9.8 ft) cable 42SMP-7600 R7KJS-D2MNA2-A2
Series 7000 diffuse, NPN output, 4 pin DC Micro (M12) QD 42SMP-7600-QD R7KJS-D2MNA2-F4 
Series 7000 diffuse, PNP output, 3 m (9.8 ft) cable 42SMP-7601 R7KJS-D2MPA2-A2 
Series 7000 diffuse, PNP output, 4 pin DC Micro (M12) QD 42SMP-7601-QD R7KJS-D2MPA2-F4 
Series 7000 infrared TB receiver,  NPN output, 3 m (9.8 ft) cable 42SMR-7100 R7KJS-T9MNA2-A2*
Series 7000 infrared TB receiver,  NPN output, 4 pin DC Micro (M12) QD 42SMR-7100-QD R7KJS-T9MNA2-F4*
Series 7000 infrared TB receiver, PNP output, 3 m (9.8 ft) cable 42SMR-7101 R7KJS-T9MPA2-A2*
Series 7000 infrared TB receiver, PNP output, 4 pin DC Micro (M12) QD 42SMR-7101-QD R7KJS-T9MPA2-F4*
Series 7000 infrared TB receiver,  NPN output, 3 m (9.8 ft) cable 42SMR-7600-3 R7KJS-T9MNA2-A2*
Series 7000 visible red TB receiver,  NPN output, 3 m (9.8 ft) cable 42SMR-7110 R7KJS-T9MNA1-A2*
Series 7000 visible red TB receiver,  NPN output, 4 pin DC Micro (M12) QD 42SMR-7110-QD R7KJS-T9MNA1-F4*
Series 7000 visible red TB receiver, PNP output, 3 m (9.8 ft) cable 42SMR-7111 R7KJS-T9MPA1-A2*
Series 7000 visible red TB receiver, PNP output, 4 pin DC Micro (M12) QD 42SMR-7111-QD R7KJS-T9MPA1-F4* 

PLEASE READ
LEA

IMPORTANT
PRODUCT NOTICE

SCHEDULED PRODUCT
DISCONTINUATION

IMPORTANTE
AVISO DE PRODUCTO
DESCONTINUACION

 PLANIFICADA 

 *Includes transmitted beam emitter and receiver. Both sensors must be replaced when replacing Series 7000 transmitted beam sensors
Note: The 42JS VisiSight cable models (-A2) have a 2-m (6.6-ft) length cable instead of a 3 m (9.8-ft) cable as used on the Series 7000.  

PN-147290
10000261208 Ver 00
April 2012
Copyright © 2012 Rockwell Automation, Inc. 
All Rights Reserved. Printed in USA

PLEASE READ
LEA

IMPORTANT
PRODUCT NOTICE

SCHEDULED PRODUCT
DISCONTINUATION

IMPORTANTE
AVISO DE PRODUCTO
DESCONTINUACION

 PLANIFICADA 



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams true
  /MaxSubsetPct 1
  /Optimize true
  /OPM 1
  /ParseDSCComments false
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts false
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Remove
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Average
  /ColorImageResolution 300
  /ColorImageDepth 8
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 2.00000
  /EncodeColorImages true
  /ColorImageFilter /FlateEncode
  /AutoFilterColorImages false
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Average
  /GrayImageResolution 300
  /GrayImageDepth 8
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 2.00000
  /EncodeGrayImages true
  /GrayImageFilter /FlateEncode
  /AutoFilterGrayImages false
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Average
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (None)
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000500044004600206587686353ef901a8fc7684c976262535370673a548c002000700072006f006f00660065007200208fdb884c9ad88d2891cf62535370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef653ef5728684c9762537088686a5f548c002000700072006f006f00660065007200204e0a73725f979ad854c18cea7684521753706548679c300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /DAN <>
    /DEU <>
    /ESP <>
    /FRA <>
    /ITA <>
    /JPN <>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020b370c2a4d06cd0d10020d504b9b0d1300020bc0f0020ad50c815ae30c5d0c11c0020ace0d488c9c8b85c0020c778c1c4d560002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken voor kwaliteitsafdrukken op desktopprinters en proofers. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /PTB <>
    /SUO <>
    /SVE <>
    /ENU (Use these settings to create Adobe PDF documents for quality printing on desktop printers and proofers.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /NoConversion
      /DestinationProfileName ()
      /DestinationProfileSelector /NA
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure true
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles true
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /NA
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /LeaveUntagged
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


